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Room Finish Schedul :
oom Finish Schedule . 3 q,
Room | Room Floor Base Wall Notes Ceiling Fire Ceiling DOU BLE ENTRY WITH SIDELITES EXterlor DOor SChedUIe = -
Number | Designation Material Material | Material Material Rating | Height
_ _ Doors and frames shall receive painted finish. Exterior doors and frames shall be painted
Vinyl " Painted ! R . . . :
101 Assembly Composition 4" Coved Gypsumboard 2'x2' Suspended 12'-0" to match metal building trim. Color of interior doors and frames will be selected.
Tile Vinyl (regular) Acoustical
Vinyl " Painted D! , ,
102 Office Cor¥1position 4" Coved | Gy nsimboard 2'x2 Sgspended 9'-0" Bronze Anodized Extruded Aluminum Assembly
Tile Vinyl reqular Acoustical o Sidelites shall be safety glass meeting Force . N
(regular) 7'-8 Masonry Openin .
Vinyl 4" Coveq Painted Painted Masonry Opening Protection Requirements Below: ry Up 9 z
103 | Storage Composition VinO\fe Gypsumboard Gypsumboard 9'-0" _ /NL 3'-4" ﬂ/ x
Tile y (regular) (greenboard) ] Provide Level 2 blast resistance when tested in SNe—— S el &
o Vinyl | Painted Painted 2 accordance with GSA TSO1 at a peak pressure =% = 2 2
104 | Communications Composition 4 V(i:n(i/\lled Gypsumboard Gypsumboard 9-0" S of 9 psi (62 kPa) and impact resistance 'c g HIE
Tile (regular) (greenboard) o s_1 complying with ANSI Z97.1. Use blast o & o
Eloc/Mechanical (E:XE]O?etd v, | Painted Painted 6'-8 >/"-0 resistant film, 1/4 inch (6 mm) thick clear 51 _gs© o
105 ec/viechanica nggnzre Wood _l(_S%)peSL;(mboard None Open § annealed glass, and extruded aluminum g‘ 8
. _ , _ © anchoring angle applied to 4 sides of opening. o 2
106 Women's Ceramic Tile Ceramic E@?ﬁdﬂ%gg% Wa.unscot To 4" AFF gam;ﬁ(rjnb oard 9'-0" = Mounting accessories shall be as recommended @ -
Tile (greenboard) Painted Gyp Above (g¥Fe)enboard) — L by manufacturer. For other methods meeting = 2
. Porcelain Tile _ , Painted 1’0" 1'-0” reqqlred protection see DOD Security o
107 Men's Ceramic Tile %?eramlc ?ypsu[)nbozgd \F/)\:i\:::zoé;s :bﬁ\fg Gypsumboard 9'-0" Fixed Doors Fixed Engineering Design Manual. 1168 ggaa : MMeettaall FDranmre %
greenboar (greenboard) . 8
Vinyl 4" Coved Painted Painted @ @ @ @ m z
108 | Break Room Composition Vin(i/\fe Gypsumboard Gypsumboard 9'-0" 2
Tile (greenboard) (greenboard) ' _ 3
Vinyl 2 Coveq PaINED 242 Suspended Interior Door Schedule -
109 Instruction Composition |,/ Gypsumboard : 12'-0" Q 2
Tile YL (regular) Acoustical k al )
Vinyl " Painted !
110 Corridor Cor¥1position 4 V(-:O\lled Gypsumboard 2x2 Stfspended 9'-Q" - ~
Tile ny (regular) Acoustical N 2
AN | o
Vinyl " Painted D! s 2|8
111 Corridor Composition 4V(i3n0\|/ed Gypsumboard 2x2 Sgspended 9'-0" §§ Ei
Tile y (regular) Acoustical ig -
S e %
NOTES 7/_0// 7/—0" % z 5% %
1. PROVIDE OUTSIDE CORNER TREATMENT (CAP) FOR © | 07 |0
COVED VINYL APPLICATIONS. DO NOT WRAP CORNERS.
2. ALL ITEMS REQUIRING COLOR SELECTIONS SHALL BE N ) .
SUBMITTED TO THE CONTRACTING OFFICER'S B @ % o E ) % @ g
REPRESENTATIVE AT THE SAME TIME FOR SELECTION. 20 ga. Metal 18 ga. Metal 83 (03(33i8
Door Door A P T
18 ga. Metal 16 ga. Metal ”
Frame % L <
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HW-1: DOOR 1 HW-2: DOORS 2,3.4 HW-3: DOORS 5.6.7 HW-4: DOORS 8.9.10.12.13 Pz DOOR T o ° 5,
1 1 1 Ly v 4L 1 I 1) 13 PR HAGER 1279. 4 3" X 43" 26D (1) 12 PR HAGER 1279, 42" X 42", 26D ninke
(1) 3 PR HAGER BB 1279, 42" X 42", NRP, 26D (1) 12 PR HAGER BB 1279, 42" X 42", NRP, 26D (1) 12 PR HAGER BB 1279, 42" X 43", 26D (1) , , > > r oo
(2) SCHLAGE MONARCH 17 SERIES TYPE 5, (1) SCHLAGE MONARCH 17 SERIES TYPE 5, (1) HAGER 308, 4 X 16, 32D, PUSH PLATE (1) SCHLAGE AL53PD NEP, 626 LOCKSET (}) IS{iHIE;GEH‘:LI?gggIEP» 12? %%SOKSET S )
LEVER, FUNCTION 08, 26D LEVER, FUNCTION 08, 26D (1) HAGER 33E, 4 X 16, 32D, PULL PLATE (1) HAGER 236W, 26D, WALL STOP BUMPER (1) HAGER € JDOOR CHEC
(1) PEMKO 171A ALUM THRESHOLD (1) PEMKO 171A ALUM THRESHOLD (1) NORTON 8501 BFAL CLOSER (1) HAGER 1908, 8" X 2" LDW, 32D, KICK PLATE (1) HAGER 1908, 8" X 2" LDW, 32D, KICK PLATE g .
(2) NORTON 8501 BFAL CLOSERS (1) NORTON 8501 BFAL CLOSERS (1) HAGER 1908, 8" X 2" LDW, 32D (1) HAGER 1908, 4" X 2" LDW, 32D, MOP PLATE (1) PEMKO 171A ALUM THRESHOLD
(2) HAGER 190, 8" X 2" LDW, 32D KICK PLATE (1) HAGER 190, 8" X 2" LDW, 32D KICK PLATE (1) HAGER 1908, 4" X 2" LDW, 32D DOORS SHALL HAVE PERMANENT, ACCESSABILITY (1) PEMKO 346C AL RAIN DRIP "
(1) PEMKO 346C AL RAIN DRIP (1) PEMKO 346C AL RAIN DRIP (1) HAGER 236W, 26D, WALL STOP BUMPER COMPLIANT SIGNAGE MOUTNED AT THE APPROPRIATE (1) PEMKO 303AV o T
(2) PEMKO 303AV (2) PEMKO 303AV DOORS SHALL HAVE PERMANENT, ACCESSABILITY HEIGHT ON THE LATCH SIDE OF CORRIDOR/WALL. DOOR 8 (1) PEMKO 315CN SWEEP g 1 O
(2) PEMEKO 315CN SWEEP (2) PEMKO 315CN SWEEP COMPLIANT SIGNAGE MOUTNED AT THE APPROPRIATE SHALL BE GRANDMASTER OF ALL LOCKSETS EXCEPT DOORS 10 AND 11 SHALL BE KEYED ALIKE CONFORMING TO Z:I a D) Z L
HEIGHT ON THE LATCH SIDE OF CORRIDOR. DOORS 10 AND 11 WHICH SHALL BE KEYED ALIKE THE FORT RUCKER MECHANICAL ROOM STANDARD. DOOR oo S — ]
CONFORMING TO THE FORT RUCKER MECHANICAL ROOM 11 SHALL HAVE ROUGHNED OR KNURLED FINISH TO Y S -
STANDARD. INDICATE ENTRY INTO A HAZARDOUS AREA. S a
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